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REV DATE
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FILE NO.
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10'-0" MINIMUM ABOVE ROOF

1/4” WIRE MESH
SCREEN AS
REQUIRED.

STAINLESS STEEL GUY WIRE

WITH TURNBUCKLE. MINIMUM J

THREE (3) REQUIRED

TYPICAL
SQUARE TO
ROUND TRANSITION
2—-POSITION MOTORIZED DAMPER———
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———

Vs

§,

CONNECTION

2x INLET DIAMETER STRAIGHT
MINIMUM

N

=

DISCHARGE CONE SIZED
@ MIN. 3000 FPM EXIT VELOCITY

ROUND DUCT EQUIVALENT
TO DISCHARGE AREA OF
EXH. FAN

7°—0" MINIMUM ABOVE ROOF

TYPICAL EXHAUST
/ FAN.

ROOF

BASE STEEL PLATE
/_ SPRING
_/— ISOLATION.

NOTES:

1.

2.

3.

PLATFORM ROOF CURB
INSULATED

FURNISHED BY MECH. CONTRACTOR

INSTALLED BY ROOFER POSITION

SUPPORTS SO THEY "BRIDGE" ROOF
BAR JOISTS (NOT SHOWN)
SEE STANDARDS FOR FLEX

CONNECTION
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